
Tank adaptor

Advantage
• versatile connection possibilities

Application
• chemical plants
• industrial plants
• water treatment

Intended Use
•

Flow Media
•

Fluid Temperature
• see pressure-/temperature diagram

Operating Pressure
• see pressure-/temperature diagram

Nominal Pressure (H2O, 20°C)
• PN 2

Body
• PVC-U
• PP

Sealing
• FPM
• EPDM

Connection
• Female thread acc. DIN ISO 228-1
• Male thread acc. DIN ISO 228-1
• Socket end for solvent welding acc. DIN ISO (PVC-U)
• Spigot end for fusion welding acc. DIN ISO (PP)

Colour
• body: PVC-U, grey, RAL 7011
• body: PP, grey, RAL 7032
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Pressure/temperature diagram

P = operating pressure
T = temperature
The pressure/temperature limits are applicable for the stated
nominal pressures and a computed operating life factor of 25 years.
These are standard values for harmless media (DIN 2403), to which
the valve material is resistant.
For other media please refer to the ASV resistance guide.
The durability of wear parts depends on the operating conditions
of the application.
For temperatures below 0°C (PP < +10°C) please specify the precise
operating conditions of the application.
The rated pressure depends on the valve size and material. For
the corresponding rated pressure value of the valve, please refer
to the »Order table«.
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Connecting parts, Tank adaptor



body PVC-U

634025202016d(mm)size
pressure range 222222PN(bar)

21 1/213/41/23/8G(inch)

ident No.sealingConnection

141759141758141757141756141755141754EPDMPVC-U
socket end DIN ISO 523475234652345523445234352342FPM

body PP

634032252016d(mm)size
pressure range 222222PN(bar)

21 1/213/41/23/8G(inch)

ident No.sealingConnection

141765141764141763141762141761141760EPDMPP
socket end DIN ISO 120039120038120037120036120035120034FPM
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dimensions

6340322525202016d(mm)
21 1/213/413/41/23/8G(inch)

dimensions(mm)

11080605060505036B
2723211821181713F

21 1/213/413/41/23/8G
2 3/421 1/411 1/4113/4G1

8074604560454540H
11093605060505036J
10080554155414132SW

3127.51816--14.513tPP
37.525--19161614tPVC-U
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